MONTAG 6 TON TAG CART

(NON-STEERABLE)

The tag along cart is designed for dependable performance and long-term durability in fertilizer application operations. Built

with a focus on quality and robustness, it supports both liquid and dry product systems. The cart features a straightforward

design for ease of use during setup, transport, and field operation. Multiple tire options are available to accommodate a variety

of field conditions, ensuring optimal traction and flotation. The tag along cart includes adjustable hitch height and multiple

mounting configurations, allowing it to be easily adapted for towing behind different toolbars and implements. This flexibility

makes it a versatile solution for a wide range of application needs.

The non steerable tag cart has an adjustable
articulating ball hitch with a canying capacity of 7 Ton
and is designed to carry a Montag Gen 1, 2108, 2112,
or liquid tank.

*Calculated using 64 Ib/ft3 product density [1.025 kg/L]
#Unloaded, dry weight

SPECIFICATIONS

Load Carrying Capacity: 14,000 Ib [6,350 kg]

Chassis Mount Height: 32 in [81 cm]

Ground Clearance: 18 in [45 cm]

Toolbar to Axle: 164 in [417 cm]

Weight™: 2,750 Ib [1,250 kg] w/ tires
1,400 Ib [635 kg] less tires

Overall Length: 191 in [485 cm]

Overall Width: 138 in [350 cm]

Tread spacing: 120 in [305.0 cm]

Adjustable width via spacer blocks

Tire options:

445/65R22.5

18.4R26

380/85R34

380/90R46
420/85R34
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