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MONTAG TOOLBAR & CADDY

 
 

Experience the Power of a Truly Integrated Application 
System 

 
 
 
 

 

 

 

 

The Montag Toolbar and Caddy system work seamlessly 
with the Montag meter to deliver a streamlined, highly 
configurable setup—giving you a fully integrated, 
turnkey application system that boosts efficiency and 
performance 
 

 

 

 

 

 

 

 

 

Montag Toolbars feature internal wing cylinders that 

deliver a cleaner, more streamlined design—making 

hose routing simpler and easier to manage in the field. 

 

 Caddy Specifications 

Chassis Load Carrying Capacity: 28,000 lbs [12,700 kg] 

Tire Options: 480/80R42 (30” [76 cm] Spacing) 

  VF380/90R46 (20”, 22”, 30” [51, 56, 76 cm] Spacing) 

Toolbar Lift Range*: 16”- 44” [41-112 cm] 

Hydraulic Jack: Standard 

Options: Hydraulic 3rd Link, Steerable Axle 

Weight‡: 12,600 lb [5715 kg] 

Height: 77 in [196 cm] 

Hopper Mounting Height: 44 in [112 cm] 

Overall Length: 336 in [853 cm] 

Toolbar Specifications 

See Configurations Chart For Rows, Spacing, Weights  

3PT Hitch: Cat 3W & 4N, Caddy Mount 

Style: Rigid or 3 Section Folding (Internal Cylinder) 

Rear Accessory Hitch Plate 

Wing Options: Bolt-on Extension 

Cylinder Bore: 4”, 5”, Combo (4” & 5”)  [10.16cm, 12.70cm] 

Hydraulics: Standard or Adjustable Hyd. Wing Downforce 

Options: Gauge Wheels, Front & Rear Jack Stands 

 

 

 

 

*Based on 30” nominal running height 

‡ Weight is approximate, actual weight will vary based on options 

 

  


