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DETAIL F
SCALE 2 : 1

(CONNECTORS C AND D)

1

4 3

 NOTE:  ALL COLORED HEAT SHRINK SHOULD BE NO
             MORE THAN 6" FROM THE CONNECTOR.

    POPULATE UNUSED TERMINAL CAVITIES W/PLUGS.

    CAP CONNECTORS D, E, F, AND G, AS THEY ARE
    NOT CURRENTLY USED.
    
     * CAN USE 1M 22 AWG M12 CABLE SPLICED TO
       18 AWG WIRE TO CONNECTOR A.

     HEAT SHRINK OVER BRAIDED SLEEVING OR 
              BACK BRAID ENDS.

     LEAVE WIRE EXPOSED AT CONNECTORS EXCEPT 
     CONNECTOR A.

NOTE:  LABEL HARNESS W/ PART #, REV., AND MFG. DATE.

LABEL THE FOLLOWING CONNECTORS 6" FROM
THE END OF THE CONNECTOR AS FOLLOWS:

B:   PWM 1/LH
C:  ENCODER 1/LH
D:  ENCODER 2/RH
E:   PWM 2/RH
F:   IMP. SWITCH
G:  FAN PRESSURE
H:   SCALE

LEAVE WIRE EXPOSED 1-2"  AT CONNECTORS.  USE BACKSHELLS WHERE 
APPLICABLE.  
 

BACKBRAID OR HEATSHRINK BRAIDED SLEEVE ENDS OR CABLE SHEATH ENDS. 
 

POPULATE UNUSED TERMINAL CAVITIES W/ PLUGS. 
 

CAP CONNECTORS … 
 

CAN USE 1 M 22 AWG M12 CABLE SPLICED TO 18 AWG GXL WIRE TO 
CONNECTOR A. 
 

USE GXL WIRE FOR DISCRETE WIRE. 
 

ALL COLORED HEAT SHRINK SHOULD BE 4-6" FROM THE CONNECTOR. 
LEAVE WIRE EXPOSED 1-2"  AT CONNECTORS.  USE BACKSHELLS 
WHERE APPLICABLE.  
 

BACKBRAID OR HEATSHRINK BRAIDED SLEEVE ENDS OR CABLE SHEATH 
ENDS. 
 

POPULATE UNUSED TERMINAL CAVITIES W/ PLUGS. 
 

CAP CONNECTORS D, E, F, AND G.
 

CAN USE 1 M 22 AWG M12 CABLE SPLICED TO 18 AWG GXL WIRE TO 
CONNECTOR A. 
 

USE GXL WIRE FOR DISCRETE WIRE. 
 

ALL COLORED HEAT SHRINK SHOULD BE 1" LONG AND 4-6" FROM THE 
CONNECTOR. 

G
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E
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B

A

LABEL HARNESS W/ PART #, REV, AND MFG DATE 
LABEL THE FOLLOWING CONNECTORS 6" FROM THE END OF THE CONNECTOR AS FOLLOWS: 

LABEL HARNESS W/ PART #, REV, AND MFG DATE. 

LABEL THE FOLLOWING CONNECTORS 6" FROM THE END OF THE CONNECTOR AS FOLLOWS: 
 

B:  PWM
C: ENCODER

REVISIONS
REV. DESCRIPTION DATE APPROVAL

A RELEASED FOR PRODUCTION 2/13/2023 SEC

B REPLACED SOCKETS IN CONNECTOR A 
WITH PINS 2/19/2025 SEC

ITEM 
NO.

PART 
NUMBER QTY. DESCRIPTION

1 P000860 2 CABLE - M12 90 4 POLE 16.4FT/5M (7024-12341-3210500)
2 P003304 1 TERMINAL - DT PIN SIZE 16 (16-20 AWG) (0460-202-16141)
3 P003305 13 Terminal - DTM Pin Size 20 (18-20 AWG) (0460-202-20141)
4 P003308 14 TERMINAL - DT SOCKET SIZE 16 (16-20 AWG) (0462-201-16141)
5 P003317 1 Connector - Deutsch HDP20 Series Backshell
6 P003345 3 Connector - 2 Socket, Female Plug, Grey, Deutsch (DT06-2S-C015)
7 P003346 1 Connector - 3 Socket, Female Plug, Grey, Deutsch (DT06-3S-C015)
8 P003348 1 CONNECTOR - 6 SOCKET DT DEUTSCH) (DT06-6S-C015)
9 P003354 1 Connector - 47 pos. Circular Plastic Connector Receptacle
10 P003366 3 Wedgelock - 2S DT (W2S)
11 P003368 1 WEDGELOCK - 3S DT  (W3S)
12 P003372 1 WEDGELOCK - 6S DT (W6S)
13 P003390 1 SEAL - DT PLUG WHITE (0413-217-1605)
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