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SPLICES

Splice ID Connector Connector Connector Connector Description

Sensor Ground (-)

3-32
3-3 2-3

2-1
4-3
4-1 8-A

8-B

BRAIDED LOOM (ENTIRE HARNESS)
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CONNECTOR B *
     SAC-4P-5,0-600-M12FR FB

(70") 11  

CONNECTOR D *
      SAC-4P-5,0-600-M12FR FB

(36") 11   

CONNECTOR C
  (DT06-2S-C015)

(48"+12")

4 1 8    

CONNECTOR E
  (DT06-2S-C015)

(48"+12") 

4 1 8  

CONNECTOR H
  (DT06-3S-C015)

 (28")

5 1 9  

CONNECTOR F
  (DT06-6S-C015)

  (28")

6 1 10  

CONNECTOR G
  (DT06-2S-C015)

 (12")

4 1 8     

CONNECTOR I
  (DT06-2S-C015)

 (12")

4  1  8  
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CONNECTOR B

1

4 3

CONNECTOR D

NOTE:  USE GOLD PLATING ON ALL SOCKETS & PINS.
    ALL PINS SHOULD BE SOLID.

    USE 18 GA. GXL WIRE EXCEPT CONNECTOR I, 
    WHICH IS 14 GA. AWG.

    POPULATE UNUSED TERMINAL CAVITIES W/PLUGS.
    CAP CONNECTORS F, G AND I.

    * CAN USE 1M 22 AWG M12 CABLE SPLICED TO
       18 AWG WIRE TO CONNECTOR LETTER.

   

#3

#2
#1

#5
#4

#6
#7

#8

LABEL HARNESS W/ PART #, REV., AND MFG. DATE.

LABEL THE FOLLOWING CONNECTORS 6" FROM
THE END OF THE CONNECTOR AS FOLLOWS:

B:  ENCODER 1
C:  PWM 1
D:  ENCODER 2
E:   PWM 2
F:   SECTIONS 
G:  IMP SWITCH (5V)
H:  FAN PRESSURE
I:   AUX POWER

#9

NOTE:
  †  ADD MBR350RLG DIODES TO HARNESS LEADS OF
       CONNECTOR F BY CONNECTOR A.

LEAVE WIRE EXPOSED 1-2"  AT CONNECTORS.  USE 
BACKSHELLS WHERE APPLICABLE.  
 

BACKBRAID OR HEATSHRINK BRAIDED SLEEVE ENDS OR CABLE 
SHEATH ENDS. 
 

POPULATE UNUSED TERMINAL CAVITIES W/ PLUGS. 
 

CAP CONNECTORS F, G, AND I
 

CAN USE 1 M 22 AWG M12 CABLE SPLICED TO 18 AWG GXL 
WIRE TO CONNECTOR A. 
 

USE GXL WIRE FOR DISCRETE WIRE. 

REV. DESCRIPTION DATE APPROVAL

C CHANGED MAIN TRUNK FROM 42" TO 108" 7/7/2025 SEC
B FIXED SECTION PINOUT 4/15/2020 IJM
A RELEASED FOR PRODUCTION 9/27/2019 IJM

ITEM 
NO. QTY. PART 

NUMBER DESCRIPTION

1 19 P003308 TERMINAL - DT SOCKET SIZE 16 (16-20 AWG) (0462-201-16141)
2 15 P003309 TERMINAL - DTM SOCKET SIZE 20 (18-20 AWG) (0462-201-20141)
3 1 P003317 CONNECTOR - DEUTSCH HDP20 SERIES BACKSHELL
4 4 P003345 CONNECTOR - 2 SOCKET, FEMALE PLUG, GREY, DEUTSCH (DT06-2S-C015)
5 1 P003346 CONNECTOR - 3 SOCKET, FEMALE PLUG, GREY, DEUTSCH (DT06-3S-C015)
6 1 P003348 CONNECTOR - 6 SOCKET DT DEUTSCH) (DT06-6S-C015)
7 1 P003354 CONNECTOR - 47 POS. CIRCULAR PLASTIC CONNECTOR RECEPTACLE
8 4 P003366 WEDGELOCK - 2S DT (W2S)
9 1 P003368 WEDGELOCK - 3S DT  (W3S)

10 1 P003372 WEDGELOCK - 6S DT (W6S)
11 2 P003431 CABLE - M12 90 4 POLE 6.5FT/2M (7024-12341-3210200)
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